Rathbone Raceway 2012 Modified Clone Class Rules

ENGINE SPECIFIC TECH SHEET FOR: Modified Clone 6.5 OHV 


Description: Single cylinder, 2 valve, OHV 4 cycle

Fuel:

Non-tech Gasoline or Methanol. 

Cylinder Head Requirements: 
Must be OEM casting only. Porting and / or grinding are permitted Intake seat maximum ID .897”, Exhaust seat maximum ID .862”. Stock head bolts only, must have four. Must be of stock configuration Gasket Non-tech.
Combustion chamber volume: 

Non-tech.


Block Requirements: 
Block must remain stock as produced. Stub for governor may be removed and hole plugged. Stock cylinder bore is 2.685" May be bored up to .030” over plus up to .010” clearance max bore 2.725”. Stroke is 2.123" + .010" or - .005. Stroking is not allowed. Must pass liquid cc check of 205cc, or at the inspectors discretion bore and stroke may be physically measured.

Carburetor requirements: 
Must start as Huayi OR RUI*ING model carb only. No Tilley etc. otherwise, Jets and other internal cab parts non-tech. No building up outside of carb with JB Weld, etc. in effort to increase bore size. 
Air filter: 
Non-tech item

Valve Train: 
Stock valve cover only with any stock configuration gasket. Stamped steel rocker arms only, no roller or billet aluminum. Stock valves only Intake valve Max OD .985” + .005” and Exhaust valve Max OD .948” + .005  Valve springs and retainers themselves are non-tech.

Ignition system:
Non-tech. Kill switch and low oil sensor may be disabled and removed.
Flywheel:
*** IMPORANT*** MUST BE BILLET STEEL OR ALUMINUM! This is for safety. Stock Flywheels will detonate!!!!! No cast Flywheels allowed!!

Piston and Rings: 
Non-tech (but motor must pass engine cc requirements.)
Connecting Rod: 
Non-tech (but motor must pass engine cc requirements.)

Crankshaft Requirements: 
No stroker cranks otherwise Non-tech (but motor must pass combustion chamber and engine cc requirements.)


Camshaft Requirements: 
Duration is non-tech. Max Intake lift on cam .308” lift taken at the valve. Max Exhaust lift on cam .308” lift taken at the valve. 

Blower Housing Assembly: 
Non-tech Pull starter may be rotated for a better crank angle, or ¾” nut may be used. If nut is used screen must be installed for safety.

Header and Muffler Requirements:
Non-Tech item


Fuel Tank Requirements: 
Stock mounted or Floor Mounted fuel tank may be used pulse type fuel pump allowed.

Fuel Pump Requirements: 
Fuel pump must be pulsed from either the crank case or the valve cover. You may install a flat metal plate in the original tank location for the purpose of mounting the throttle linkage and fuel pump.

Clutches: 
Non-tech Item

Claimer Rule: 
No Claimer
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