Rathbone Raceway 2012 Stock Lite / Heavy Class Rules

ENGINE SPECIFIC TECH SHEET FOR: Briggs Flat Head


Description:  Must be 5hp Briggs flathead. Items inside crankcase (that do not violate the rules below) are non-tech items.

Fuel:

Non-tech Gasoline or Methanol. 

Cylinder Head Requirements: 
Head must be stock with original spark plug placement. All other head features non-tech items.

Block Requirements: 
Stroke 2.450 Max. Bore .030 over which is 2.593” Max diameter.  No pop-up of piston above block surface allowed.
Carburetor requirements: 
Carburetor bore .695 Max. All other items non-tech
Air filter: 
Non-tech item

Valve Train: 
Non-tech

Ignition system:
Non-tech.
Flywheel:
Unaltered Stock 5hp cast iron flywheel. No Billet Aluminum or 3hp Flywheels.

Piston and Rings: 
Non-tech 
Connecting Rod: 
Non-tech 

Crankshaft Requirements: 
No stroker cranks otherwise Non-tech 


Valve / Camshaft Requirements: 
Intake diameter 1.115” Max. Exhaust diameter .990” Max. Intake lift .233” Max. Exhaust lift .233” Max.

Header and Muffler Requirements:
Non-Tech item

Clutches: 
Non-tech Item

Claimer Rule: 
No Claimer
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